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A-Plus linear shower channels available in three
lengths: 27", 36" and 48".

Grade 304 stainless steel designer style grate
options available in three standard lengths.

ABS plastic shower channel body with a shallow
“V” profile to aid flow of water to outlet. Body
fits above shower membranes.

Centrally located 2" ABS plastic spigot outlet.
Threaded pipe connector included for
connecting to plumbing pipe.

Easily cut, plastic, adjustable feet for install
support.

Grate finishes include polished stainless, matte
black, satin bronze or tile-in style.
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LENGTH GRATE INTAKE
FINISH in (mm) sq in (sq cm) PART #
Brushed Stainless ~ 27.0 (700) 11.9(76.8) 143150
36.0 (900) 15.5(100.0) 143151
48.0 (1200) 20.9 (134.8) 143152
Matte Black 27.0 (700) 11.9(76.8) 143170
36.0 (900) 15.5(100.0) 143171
48.0 (1200) 20.9 (134.8) 143172
Satin Bronze 27.0 (700) 11.9(76.8) 143240
36.0 (900) 15.5(100.0) 143241
48.0 (1200) 20.9 (134.8) 143242

SLOT SIZE
0.24” (6 mm) max width

Part Number indicates kit part, components listed on pg.52




FINISH

Brushed Stainless

Matte Black

Satin Bronze

SLOT SIZE
0.12” (3 mm) max width

LENGTH
in (mm)

27.0(700)
36.0 (900)
48.0 (1200)
27.0(700)
36.0 (900)
48.0 (1200)
27.0(700)
36.0 (900)
48.0 (1200)

GRATE INTAKE
sq in (sq cm)

17.1(110.3)
22.2(143.2)
30.1(194.2)
17.1(110.3)
22.2(143.2)
30.1(194.2)
17.1(110.3)
22.2(143.2)
30.1(194.2)

PART #
143155
143156
143157
143175
143176
143177
143245
143246
143247

Part Number indicates kit part, components listed on pg.52
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Tile-In
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LENGTH GRATE INTAKE
FINISH in (mm) sq in (sq cm) PART #
Stainless 27.0(700) 17.8(114.8) 143145
36.0 (900) 22.7 (146.5) 143146
48.0(1200) 30.0(193.5) 143147

SLOT SIZE
0.31” (8 mm) max width

Part Number indicates kit part, components listed on pg.52




ACO A-Plus ShowerChannel

Channel Options

The Art of Integration
There are several install options available when building

or renovationg a bathroom. ACO ShowerDrain supplies

you with channel builds to suit installations common to
any other type of drain, including those requiring CPE,

fabric, or hot mop and painted membranes.

ACO A-Plus ShowerChannel is provided as a kit, which
is blister packed together and includes the following

components:

m Shower channel

® Crate option

| Strainer

m Drain flange coupling
B (2) leveling feet

B Crate lifting key

| [nstallation instructions



ACO A-Plus ShowerChannel

Grate option
(see pg 49-51) T T T T

Body
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Length (see table opposite) | 2.75” (70 mm)
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2.0” (50 mm) NPS coupling
Coupling %‘_ solvent welded to outlet spigot,
supplied with body (spigot can
be trimmed to length if required)
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5.50” (140 mm)
CPE membrane 4.62” (117 mm)

Screw thread for
ABS coupling =2
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Compression gasket available as a
seperate accessory (#93785)







